
A
ttention to environmental pol-

lution and reduction of fossil 

fuels require a more careful 

management of energy and the push 

for the use of renewable energy. With 

energy usage rising each year, the 

industry needs to provide solutions to 

decrease the consumptions and con-

tribute to the environment care.

Centrifugal pumps are used widely 

in industrial applications; today, pumps 

absorb nearly a quarter of the elec-

tric energy of the European industry. 

Pumps driven by medium-low motors 

(93.83 hp [70 kW]) represent almost all 

of the installed machines in oil and gas 

process plants. In addition to energy 

costs, management, maintenance and 

downtime of pumping systems have a 

high impact on the overall plant costs. 

Despite this, the idea of control, protec-

tion and diagnostic systems, applied to 

medium-low-power pumps, is not yet 

widely applied. This kind of solution re-

quires external sensors for the system 

and process parameter acquisition, 

which might have considerable impact 

on initial costs.

This paper presents Proteo, a cen-

trifugal pump model-based control 

system, that ensures energy benefits 

from a variable speed drive (VSD) 

technique and provides complete ma-

chine protection, monitoring and diag-

nostics using a minimum number of 

installed sensors.

Modern control systems are able to 

change the pump rotational speed with 

frequency converter VSD techniques. 

Furthermore, it is possible to improve 

outputs of processes and reduce over-

all machinery-related production costs 

through the acquisition of accurate, 

precise and reliable real-time informa-

tion about how the machinery actually 

works and consequent generation of 

congruent control and protection ac-

tions. These preliminary considerations 

introduce the fundamental and central 

role of the control system architecture.

In recent literature, many fully 

sensor-less control techniques are 

described that determine a consider-

able advantage in terms of energy and 

implementation costs. However, these 

methods do not allow control action 

and continuous monitoring and diag-

nostics of the machine simultaneously.

Proteo offers the following:

•฀฀An฀optimal฀control฀action฀on฀the฀op-

erational state of the pumping sys-

tem using a minimum number of 

field transducers with a consequent 

reduction of installation costs.

•฀฀Continuous฀ automatic฀ complete฀

pump protection from all pos-

sible failure causes through the 

implementation of a pump perfor-

mance model.

While the utilization of a minimum 

number of sensors and additional 

components reduces the possibil-

ity of relative malfunctions, the pro-

posed system architecture provides 

a continuous machine monitoring and 

diagnostic thanks to an advanced 

diagnostic algorithm that integrates 

field measurements and performance 

prediction. The algorithm is based on 

the field data acquisition and on the 

determination of the pump operative 

“expected” parameters from the im-

plemented pump model. The system 

monitoring and diagnostic capabilities 
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n Figure 1. Typical pumping system structure.
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increase the machine availability and 

reliability with consequent benefits 

arising from the reduction of down-

times and maintenance costs. The 

process-oriented control architecture 

also permits a reduction of costs for 

process operators’ surveillance. The 

VSD technique allows important en-

ergy consumption and cost reduction. 

The proposed system obtains these 

benefits thanks to the characterization 

model of the centrifugal pump perfor-

mance, as central element.

Control techniques

A typical pumping system consists 

of many elements: a driver, a cen-

trifugal pump, valves and tanks. Ad-

vanced systems may include a VSD 

block and sensors producing the pro-

cess variable feedback (Figure 1).

In each instant of time, the overall 

process status can be described by the 

group of all relevant process param-

eters (flow rate, liquid level, process 

pressures, fluid properties, etc.) and 

pump operative parameters (pump 

n Figure 2. Pumps performance curves.continued on page 40
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operative status). The actual value of 

the process parameters depends on 

the coupling of the actual character-

istic of the pump to the actual char-

acteristic of the hydraulic load. When 

the load changes, the operative state 

of the pump changes too. The signifi-

cant pump parameters susceptible to 

variations are the flow rate, suction 

and discharge pressure, power and ef-

ficiency. The pump operation must be 

controlled to fit the requested process 

parameters’ specifications and simul-

taneously to protect the pump itself. 

The selection of the more suitable con-

trol system depends on several factors 

as the existing plant configuration, the 

required operational process state and 

the economic factor. Industrial control 

systems present four main techniques 

for pumping systems control:

•฀throttle฀control

•฀bypass฀control

•฀on/off฀control

•฀VSD฀control

The first three techniques are sim-

ple and low-cost but run the pump at 

a fixed speed (nominal speed) and 

are consequently inefficient and in-

accurate, producing higher operating 

costs (higher energy consumption 

and higher machine wear). Only the 

last฀method฀is฀efficient.฀The฀VSD฀tech-

nique has clearly higher implementa-

tion costs. This kind of control system 

adjusts the pump motor speed, per-

mitting the pump to match the user’s 

demand. The purpose of this work 

was to present a centrifugal pump 

model-based control system that en-

sures฀energy฀saving฀through฀the฀VSD฀

technique, machine control, monitor-

ing and advanced diagnostic features 

with a minimum number of sensors.

Pump model

In a pumping system, the total head 

of flowing liquid is defined by Bernoul-

li’s equation as follows: 

Equation 1

where H is the total head; pD and pS฀

are discharge and suction pressure, 

H =
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respectively; g is the standard accel-

eration of gravity; r is fluid density; nD฀

and nS are fluid velocities at discharge 

and suction, respectively, where n is 

the ratio between the flow rate and 

cross-sectional area of pipeline; zD 

and zS represent the elevations of the 

discharge and suction point above the 

reference plane, respectively.

The power required by the pump 

depends on the characteristics of the 

fluid (r), the head (H), the flow rate 

(Q) and the overall pump efficiency 

(h), as follows:

Equation 2

VSD฀ systems฀ are฀ equipped฀ with฀

powerful control units that enable the 

monitoring of several modulation pa-

rameters: inverter power output and 

actual motor speed. The relationship 

between these variables and the 

pump process parameters are de-

fined by pump performance curves: 

flow head (H[Q]) and flow power 

(P[Q]) (Figure 2).

Both these curves are one of the es-

sential parts of the vendor’s pump doc-

umentation. Another relevant param-

eter is the net positive suction energy 

(NPSE)฀ or฀ the฀ net฀ positive฀ suction฀

P =
gHQ

�
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n Figure 4. Algorithm used by the PLC, where pD is the discharge pressure, pS is the 

suction pressure, Hact is the actual total head, Qact is the actual flow rate, n is the actual 

speed, Phe is the hydraulic power expected, NPSHre is the net positive suction head 

expected, and he is the efficiency expected.

n Figure 3. Proteo architecture.
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elementary sensors. Compared to 

the fully sensor-less technique, this 

choice introduces very low addi-

tional installation costs and enabled 

diagnostic capabilities.

The choice of sensors for the imple-

mentation of the proposed method 

starts from considerations related to 

the cost: the flow transducer will be 

typically more expensive, while pres-

sure transducers and transmitters are 

relatively less expensive and hence 

preferred. The proposed system uses 

two pressure transducers installed 

near the pump flanges and a vibration 

sensor to perform control tasks and to 

n Figure 5. Proteo diagnostic algorithm.

head (NPSH). The H(Q)  and P(Q)  

curves show the trend of the head 

and the power consumption of the 

pump against the flow rate, respec-

tively. These correlations are used in 

the system presented to determine, 

without a sensor, the flow rate. For 

variable speed pumps, manufactur-

ers give the pump performance map 

as an array of curves plotted for dif-

ferent speeds. Even when only the 

nominal speed curve is available, it is 

always possible to determine the op-

erational points at an arbitrary speed 

by the affinity laws. The affinity trans-

formations define the changes in the 

pumping flow rate, head, and pump-

absorbed power following the change 

of speed, as follows:

Equation 3

Equation 4

Q2 =
n2

n1

Q1

H2 =
n2

n1

2

H1

continued on page 42

Equation 5

where subscripts 1 and 2 refer to the 

initial and new condition, respec-

tively. This level of pump modeling is 

well suited to be implemented jointly 

to the VSD technique. To perform 

pump diagnostics, further charac-

terization of the pump is necessary; 

in particular, the curves NPSHr(Q), 

h(Q) and PH(Q) (PH, hydraulic pow-

er) varying with the speed of rotation 

of the pump, shall be determined.

Model-based control and diagnostic 

system: solution and architecture

To develop additional diagnostic 

capabilities, Proteo implements few 

P2 =
n2

n1

2

P1
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implement the pump diagnostics fea-

ture, respectively. The complete archi-

tecture of the system also includes a 

frequency converter and a program-

mable logic controller (PLC) as shown 

in Figure 3. The PLC provides multi-

variable control features to execute 

sequence tasks and provide compu-

tation required by the pump dynamic 

model, in particular the calculation of 

the actual flow rate. Furthermore, the 

model-based algorithm calculates the 

expected values for power, efficiency 

and NPSHr.

Diagnostic algorithm

The proposed diagnostic algorithm 

(Figure 5) is based on the real-time 

monitoring of the main machine and 

process parameters. In fact, the sys-

tem calculates in real time the de-

viation between the expected and 

actual performance parameters. An 

expected performance is a parameter 

obtained from reference/design char-

acteristic, adjusted to actual opera-

tive condition, while an actual perfor-

mance is a value directly determined 

from field measurements and acquisi-

tions in a specific operative condition 

(off design). The time trend of this 

deviation is a powerful diagnostic tool 

able to give early indication of incom-

ing problems. The diagnostic system 

is based on the knowledge of the hy-

draulic power (Phe) and the expected 

pump efficiency (he). This information 

is used to determine the expected 

power (Pwe = Phe/ he) and then com-

pare this value with the actual power 

(Pw), measured by a frequency con-

verter onboard sensor. The differ-

ence (DPw) between the expected 

and actual power is then compared 

to the power threshold, pre-set during 

the system configuration phase. The 

threshold value (DPTH) is also related 

to metrological features of transduc-

ers used. When the difference be-

tween the two power parameters is 

less than the threshold (DPw < DPTH), 

the algorithm returns a System OK 

state. Otherwise, (when DPw > DPTH), 

the system enters the problem diag-

nostic state. 

In the specific case of the Proteo, 

the diagnostic signal generates a 

message on the HMI panel with the 

following indications:

•฀฀mechanical฀problem฀=฀detection฀of฀

high vibration

•฀฀mechanical ฀ wear฀ =฀ low-effi-

ciency state

•฀instrumentation฀problem

All thresholds used by the con-

trol blocks are determined by pump 

models implemented within the PLC; 

therefore, all thresholds change dy-

namically as a function of the actual 

machine operating conditions.

Testing the method

The laboratory test bench imple-

mented for testing of the proposed 

solution and the obtained results are 

presented in Figure 6. Flow rate mea-

surements are carried out to evaluate 

the precision and accuracy of the flow 

rate calculated by the system. During 

the testing procedure, the flow rate 

values were obtained from the calcu-

lation algorithm and compared to the 

values measured by a flow rate volu-

metric transducer. In each test, the 

flow rate was changed by throttling 

a valve installed on the discharge 

pipeline. The valve has been used to 

simulate load variations. In this way, 

the full range of the pump flow rate 

was covered. The relative errors and 

their respective standard deviation 

values calculated at different speeds 

are less than 2 and 1.25%, respec-

tively. The measurement points have 

been chosen within the pump oper-

ating range. 

The verification of the diagnostic 

features with respect to the algorithm 

logic was performed by replacing the 

field-measured signals with artificial 

step signals. The artificial signals 

have been applied to the measure-

ment of power at first and subse-

quently to the measurement of the 

pump body vibrations.

Conclusions 

Proteo control systems allow the re-

duction of operative energy costs by in-

tegration with the VSD technique. The 

proposed model-based method allows 

real-time pump diagnostics (without 

the need of flow measurements and 

relative sensors) and consequently 

increases the machine reliability and 

availability (lowering maintenance and 

downtime costs). The moderate addi-

tional costs and the high reliability of 

the proposed solution along with ad-

vanced diagnostic capabilities make 

the system suitable to meet the oil and 

gas industry centrifugal pumps’ control 

and protection requirements. CT2
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n Figure 6. Laboratory 

test bench plant.


	Proteo &mdash;  Advanced Diagnostic And Protection System For Centrifugal Pumps

